
4mm VITRABOND

Vitrafix Rivet

Vitrafix VF1 Carrier System

Insulation continuous
around supports

 PPC Aluminium
Secret-fix capping

18mm ply and packing
to achieve 10° slope

Fixing to structure to
engineers details

10mm self-adhesive
neoprene foam at

every joint

Damp-proof
Membrane

Aluminium secret-fix
capping bracket

SFS

Fixing to structure
to engineers details

Breather
Membrane

Thermal insulator

Sheathing board

SHEET        OF
UNLESS OTHERWISE
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THESE DETAILS ARE LIMITED TO THE GENERALISED DESIGN
SPECIFICATION FOR VITRABOND AND VITRACORE AND ARE
INTENDED FOR USE BY A TECHNICALLY SKILLED PERSON ONLY.
ANY USE OF THE SAME IS AT THEIR OWN DISCRETION.

P A R T O F T H E F A I R V I EW G R O U P

Αθηρσνκ Θνχ+ Αθηχφϖσδθ+ Σ≅5 3ΕΙ
σδκ9 /733 7// 6020  

Εηθυηδϖ ∆τθνοδ Κσχ σ. Υκβµ

δληκ9 δµπτηθηδρ?υκβµ−βν−τϕ

Χτµακκ Γντρδ+ Τµησ Μ ςννχκµχρ Βντθσ

ΘΕ,03α

14 14ΘΗΥ∆Σ ΕΗΩ
Χ∆Σ≅ΗΚ ΡΓΝςΗΜΦ

Ο≅Θ≅Ο∆Σ Β≅ΟΟΗΜΦ 1

January 2020

RivetFix14-Capping1.dwg
1 : 1 A4

MTC
.
.
.

0.1°
0.01mm
0.001mm

mailto:enquiries@valcan.co.uk

	RF-14b

